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PERMIT'S  FOB  HOUSE  TBAILEBS  AWP  OTHER  POBTABLE  DWSLLIWGS 

The  service  equipment  in  trailers  may  be  one  of  two  distinct  types: 

( a)  Trailers  and  other  portable  occupancies  equipped  -with  services  that  can 
be  connected  directly  to  a secondary  distribution  system  by  the  power 
company. 

fb)  Trailers  equipped  with  a cord  and  attachment  cap,  for  "plugging  in"  to 


existing  fused  outlets. 


Electricians  must  state  on  the  permit  application  which  type  of  service  will 
be  installed.  The  permit  for  a Type  (a)  service  will  be '$1.50.  When  the  permit 
is  issued,  it  will  bear  a notice  asking  the  power  company  to  return  the  permit  to 
the  owner  so  that  connection  to  the  power  line  can  bp  obtained  at  future  locations. 
This  will  save  the  owner  the  delay  of  obtaining  a permit  at  each  stop.  When  the 
trailer  is  inspected,  it  will  be  labelled  by  the  Inspector,  free  of  charge,  to 
certify  that  the  interior  wiring  is  satisfactory. 

The  permit  for  a Type  (b)  service  will  be  $1.00  and  when  Inspected,  the  trailer 
will  be  labelled  free  of  charge.  Normally,  a trailer  of  this  type  is  oonneoted 
at  a trailer  camp  or  to  a private  residence.  If  it  is  necessary  to  erect  a pole 
^aer-vice  the  regular  temporary  current  permit  (Fee  $1.50)  will  be  required. 

All  electrical  equipment  installed  in  trailers  must  be  C.S.A.  approved. 

DBIVB-IW  THEATRES. 

An  increase  in  the  popularity  of  'Drive-In  Theatres  has  brought  up  the  problem 
of  wiring  methods  for  the  projection  booth  and  concession  stand.  As  customary, 
the  Electrical^Eoom  and  Projection  Booth  are  of  fire-proof  construction  and  wired 
in  rigid  conduit.  If  the  service  is  located  some  distance  from  this  Projection 
Boom  it  is  convenient  to  connect  both  the  power  and  lighting  to  the  one  feeder 
through  a gutter.  However  when  three  phase  rectifiers  are  supplied,  the  metering 
becomes  a problem.  If  separate  power  and  lighting  meters  are  used  the  two  systems 
cannot  be  combined  after  leaving  the  meters.  To  overcome  this,  some  power  compa- 
nies have  agreed  to  supply  a type  of  meter  that  accurately  measures  the  three 
phase  and  single  phase  load  combined,  thus  allowing  the  single  feeder  to  serve 
both  single  and  three  phase  power  in  the  projection  booth. 

Electricians  should  consult  the  power  authority  to  determine  what  meters  are 


available. 


The  concession  stand  may  be  wired  in  non-metallic  sheathed  cable  if  it  is  of 
frame  construction  and  the  cable  can  be  concealed. 

PBOSBCUTIONS 

^Provision  is  made  In  the  Electrical  Proteotioh  Act  and  in  the  Permit  Begul- 
ations  to  prosecute  interior  wlremen  who  make  electrical  installations  that 
are  hazardous  to  life  or  property,  and  who  fail  to  apply  for  permits  before  the 
installation  is  started. 

It  has  been  found  necessary  to  implement  the  above  provisions  of  the  Act  in 
two  court  cases  recently.  In  both  cases  the  electricians  concerned  had  contin- 
ued to  Ignore  requests  by  the  Department  to  complete  jobs  that  had  been  found 
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unsatisfactory.  This  resulted  in  cancellation  of  their  permit  rights  insofar  as  new 
work  was  concerned.  When  it  was  found  that  these  men  were  still  Ignoring  the  Eegul- 
ations,  charges  were  laid  and  convictions  obtained.  Investigation  is  being  made  of 
similar  instances  and  if  the  circumstances  warrant,  further  prosecutions  will  be  made. 

IWSPECTIOM  BEPOBTS. 

Electricians  may  have  received  reports  from  the  Inspection  Office  which  read 
"Installation  appears  satisfactory”.  This  particular  wording  means  that  the  Inspector 
has  not  seen  the  roughed-in  wiring  before  it  was  covered  and  therefore  is  not  prep- 
ared to  gurantee  that  it  is  satisfactory.  Ee  is,  however,  in  a position  to  state 
that  the  visible  part  of  the  installation  is  satisfactory  and  that  he  would  normally 
assume,  from  past  experience  with  the  particular  electrician,  that  the  concealed 
worx  would  also  be  satisfactory. 

When  an  interim  or  special  inspection  is  made  and  a report  or  clearance  certificate 
issued,  the  Inspector  checks  the  wiring  at  various  stages  of  completion  and  when  the 
final  report  IS  issued,  he  is  in  a position  to  state  that  the  wiring  complies  satisfact- 
orily with  the  Canadian  Electrical  Code  and  the  Electrical  Protection  Act. 

HEW  PERMIT  FORMS 


The  permit  office  requests  contractors  to  remove  the  carbon  paper  from  their  permit 
applications  before  mailing  them  to  Edmonton.  If  they  are  not  removed,  the  PosrofWcf 
stamping  and  sorting  machine  make  the  pink  and  blue  copies  practically  iliegLle 
Individual  carbons  were  supplied  to  save  time  and  to  obtain  better  copier  burtks 
purpose  IS  being  defeated  by  failure  to  remove  the  carbon  paper  beforfmaiUng.  pLaee 
put  a re..urn  address  on  all  mall  containing  permits.  ^ 

CAHADIAH  ELECTRICAL  COSE  - SIXTH  EDITION* 

2d  Sbor!‘‘E2SS2S  Irich”  *'2i“«222s2d  CtS 

at  additional  supply  of  the  1947,  edition  has  been  obtained  and  is  available 

at  per  copy,  pending  the  receipt  of  the  Sixth  Edition.  available 

GBOIliroiHG  OF  OUTLET  30IES 

material  where  it  is’wi-<-bin 'reLb  or“  grounded  or  made  of  nonmetalUo 

reach  from  r^knkd  oSect  sSh  L"  k" 

cable  is  only  very  s'’ljrht’v  +■  k bonded  nonmetallic  sheathed 

and  is  ideal  for  S StL  “ two-wire  nonmetallic  sheathed  cable 

Wire  is  used  to  grounrLta\to2f 

The  fSrwL^5uS?b7S^'eLtSzerfkture‘'bS*f  ® residence  was  damaged, 

i-he  ground  resistance  was  high  and  f « contact  with  the  stucco  wire. 

--  -an  15  am.., 

.Me  Of  tuilLir^^d^rcrru^^STAT^^  f 

stucco  Wire  is  removed  from  contact  kth  the  b«  ^ ^ grounded  or  that  all 


ACCIDENTS  INVESTIGATED  BY  THE  EtECTBICAL  BRANCH 


The  following  accidents  of  an  electrical  nature  have  been  investigated  in  recent 
months  by  Inspectors  of  the  Provincial  Electrical  Inspection  Office. 

GCTOBEB  23rd,  19y2.  - A young  lady  used  a portable  electric  heater  in  a bathroom 
while  taking  a bath.  The  heater  was  accidently  knocked  into  the  tub  and  the  lady 
received  a shock  and  lost  consciousness.  Fortunately  the  plug  was  dislodged  and  the 
water  drained  our  of  the  tub,  breaking  the  electric  circuit.  This  no  doubt  saved  her 
life,  but  due  to  electric  burns  received  she  was  still  in  hospital  more  than  two 
months  after  the  accident. 

Accidents  of  this  type  are  the  reason  for  the  rule  in  the  Code  that  prohibits 
the  installation  of  convenience  outlets  in  bathrooms. 

DECEMBBB  10th,  19$2.  - A year  old  chili  was  being  bathed  in  a kitchen  sink  and  while 
the  mother  left  momentarily  to  obtain  a towel,  the  child,  picked  up  a spocn  and  inserted 
it  in  the  top  of  an  automatic  toaster  that  was  plugged  in.  The  spoon  touched  the 
energized  half  of  the  element  as  the  toaster  was  of  the  type  where  the  operating  switch 
is  between  two  halves  of  the  element  and  results  in  one  half  being  energized  even  when 
the  switch  is  in  the  "off"  position.  The  child  completed  the  circuit  to  ground  through 
the  sink  and  was  paralyzed  at  the  time.  It  later  recovered  with  no  permanent  ill 
effects. 


JANUABY  2nd,  1953-  - An  apprentice  lineman  for  a utility  company  was  guiding  a cable 
reel  being  carried  by  a gin  pole  on  a truck.  When  the  reel  was  lowered  and  took 
the  weight  off  the  gin  pole,  it  contacted  an  overhead  primary  riser  In  a 13000  volt 
substation.  The  victim  suffered  a burned  hand  and  lost  time  of  one  month, 
application  of  artificial  respiration  saved  his  life. 


Only  prompt 


FBBBUABY  2nd,  19^3-  - A seed  cleaner  mounted  on  a truck  caught  on  a ruial  telephone 
conductor  and  broke  it,  causing  one  end  to  flip  up  and  tangle  with  a 22000  volt  power 
line,^thus  tripping  the  main  breaker.  Ho  injuries  resulted  but  in  previous  accidents 
of  this  type  fires  have  been  started  and  telephone  customers  have  been  electrocuted 
by  the  high  voltage  on  the  telephone  system.  Cause;-  Hural  highway  had  been  regrhded 
so  that  the  ground  clearance  of  the  telephone  conductors  was  reduced  three  feet. 

—FEBKnABY  9th , 19$ 3-  - Two  electricians  were  seriously  burned  when  a switch  exploded  in 
the  basement  of  an  office  building  The  opening  of  the  mair.  service  switch  caused  a 
spark,  which  ignited  gas  that  had  accumulated  from  an  unknown  source. 

roBBUABY  l4th , 19^3 • - A speaker  at  a meeting  received  a severe  shock  from  110  volts 
when  he  touched  two  separate  microphones  in  front  of  him.  One  microphone  was  prop- 
erly grounded  and  the  other  was  not.  Cause;-  Both  microphones  should  have  been  grounded. 

APRIL  2nd,  19^3.  - A garage  helper  was  pumping  fluid  into  tractor  tires  with  the  aid 
of  a fluid  pump.  The  pump  stopped  operating  and  when  he  touched  it,  received  a shock. 

The  110  volt  pump  motor  had  developed  a fault  which  energized  the  frame  of  the  motor. 

The  victim  was  in  hospital  for  three  weeks  and  unable  to  return  to  work  two  months 
after  the  accident.  Cause;-  Failure  to  ground  the  frame  of  the  motor. 

APRIL  6th,  19^3.  - Eight  cows  were  electrocuted  and  a fire  was  started  on  a farm  when 
a short  circuit  occurred  between  the  secondary  wiring  and  the  lightning  rod  system. 
Cause;-  Entire  wiring  installation  was  in  a hazardous  condition  and  there  were  no 
adequate  grounds  on  the  neutral  conductor  or  on  the  non- current -carrying  metal. 

APRIL  13th,  19^3.  - A steer  was  electrocuted  on  a farm  when  it  contacted  a makeshift 
ground  rod.  A milking  machine  developed  a fault  but  did  not  clear  the  fuse  as  the 
three  wire  cap  had  been  removed  and  a two-wire  cap  substituted  on  the  extension  cord. 
Insteaa,  ..he  owner  installed  a 9"  ground  rod  which  could  not  carry  the  current  of  the 

fault  and  therefore  became  energized  at  110  volts.  Cause;-  Equipment  not  pronerlv 
grounded.  t-  t j 

APRIL  16th,  19!? 3-  - A truck  mounting  a boom  and  winch  broke  a 22000  volt  conductor 
on  a power  line.  Ho  injuries  to  persons  resulted  but  the  outage  caused  serious  in- 
convenience and  loss  to  companies  dependent  on  the  power.  It  is  important  to  notify 

the  power  authority  immediately  when  an  accident  of  this  type  occurs  so  that  service 
may  be  restored. 
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- An  oil  rig  being  erected  was  laid  out  on  the  ground  underneath  a 
22000  volt  power  line.  A booa  truck  moved  into  position  to  pick  up  the  top  end  and 
tne  boom  hit  the  power  line.  An  oil  company  employee  was  touching  the  truck  at  the 
time  and  received  burns  to  both  hands  and  both  feet.  He  was  in  the  hospital  one  month 
and  Fway  from  work  two  months. 


MAY  30th,  19^3.  - In  an  accident  similar  to  that  above,  a workman  was  guiding  material 
being  carried  by_ a mobile  drag  line  which  contacted  a 4160  volt  power  line.  The  victim 

spent  some  time  in  hospital  but  his  life  probably  was  saved  by  the  heavy  leather  glrves 
he  was  wearing.  ^ Ritvce 


Juas  8th, 


workmen  were  cutting  a three  core  cable  energized  at 
A wooden  spreader  holding  the  conductors  apart  slipped 


120/208  volts,  in  a manhole. 


T,  , „ ' uue  iJunaucTior 

allowing  a bare  end  to  come  in  contact  with  the  saw  blade  and  causing  a 
The  arc  caused  eye  injuries  and  slight  burns  to  both  men. 


short  circuit. 


JU^gth  1^3-  - An  apprentice  lineman  was  painting  the  leads  from  the  pothead  of  an 
underground  feeder  when  his  head  touched  one  of  the  4l60  volt  conductors, "^^Slfh^s 

spur  was  touching  the  metal  armour  of  the  cable.  He  suffered  shook  and  burns  and  was 
severely  bruised  from  his  fall  from  the  pole.  uuxns  ana  was 


